TO BE DISPLAY ON OUR WEBSITE.

ENQUIRY FOR LESS THAN Rs. 3.00 PURCHASES/WORK.

To,

All Registered Units with MSSIDC

Sub: Submission of quotation for Revolving chair

The competitive rate are invited for supply of following items as per specification given thereof:

<table>
<thead>
<tr>
<th>Sr. No.</th>
<th>Item</th>
<th>Size</th>
<th>Use of Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Revolving Chair High</td>
<td>W 650mm x d 650 mm H 1050 to 1150 mm – adjustable</td>
<td>Pl. see attachment</td>
</tr>
<tr>
<td></td>
<td>Back</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Terms & conditions:

The rates quoted shall be inclusive of :-
1) Our service charges 6%
2) VAT 13.5 %
3) Warrantees :- Three years.
4) Excise – inclusive,
5) Transportation-FOR destination, Mumbai and suburban District
6) Validity 30 days
7) LBT/Octroi as applicable
8) Special condition if any
9) The rates should be submitted in seal envelop on or before 15-11-2016 upto 5.00 p.m.

For M.S.S.I.D.C. Ltd.

Dy. Manager (MRKT)
SPECIFICATIONS FOR REVOLVING CHAIR HIGH BACK
( Drawing No. MSSIDC/RCT/HBC – 004 )

1) **OVERALL SIZE**:
   Width: 650 mm, Depth: 650 mm, Height: 1050 mm to 1150 mm – adjustable.

2) **SEAT**:
   The size of the seat should be 460 mm x 460 mm (approx). The seat should be made up of 12 mm thick hot pressed plywood upholstered with fabric and foam of 40 to 50 density, 50 mm thick. The foam shall be covered with good quality acrylic cotton fabric tapestry. The height of the seat should be adjustable from 400 to 510 mm.

3) **BACK**:
   The size of the back should be 460 mm x 610 mm (approx.). The back should be made up of 12 mm thick hot pressed plywood upholstered with fabric and foam of 40 to 50 density, 50 mm thick. The foam shall be covered with good quality acrylic cotton fabric tapestry.

4) **ARM RESTS**:
   The arm rests should be one piece and made out of black integral skin polyurethane and reinforced with MS insert and scratch and weather resistant.

5) **PEDESTAL ASSEMBLY**:
   The Pedestal assembly should be made out of five prongs welded together centrally with M.S. Pedestal bush.

6) **CASTORS**:
   The twin wheel castors should be provided made out of injection molding in black nylon.

7) **MECHANISM**:
   The chair should have Gas Lift mechanism for adjustment of height.

8) **COLOUR**:
   All metal parts should be coated with epoxy polyester powder of black or any other colour of consinee’s choice and coated film of minimum 50 micron. All metal parts should be thoroughly pre-treated by individual hot dip tank process including degreasing, pickling, phosphating. All these processes must be done in-house only. These works cannot be outsourced. All the treated material should be then coated with epoxy polyester powder with minimum 50 micron thick and oven baked at 180 to 200 centigrade.

9) **PACKING**:
   The product shall be packed in such a way that no damage is caused to them during the transit i.e. each product is to be properly packed in corrugated sheets / plastic sheets / gunny bas etc. as per standard practice and requirement of the product to avoid damages in transit.

The REVOLVING CHAIR HIGH BACK should be manufactured as per drawing No. MSSIDC / RCT/HBC/004.